POSCO

Mill Test Certificate/Z4AFS E A

AGI2211BJ-CCOS5T-SH

Certificate No./&
Date of Issue/%"%ﬂ%ﬂ Mar., 27, 2024

BME#HZ 1 230225-FG01KS-0036A3-0001

Rqst Tre/%t_n%_?gf : XX (None Post Treatment)

Order No./H|2# % : 0155896663 PO No./FE/=E :
(POSCO-CTPC)
/S“E’:E"'er POSCO INTERNATIONAL CORPORATION ,Q?Qmod'tv : Gl COIL
TL
Customer . Spec & Type .
[DZAR POSCO-CTPC /4 : PGY180E-E
T/e&sél}e};ll'%st Plastlc_i%nsltsotropy Roughness ' Coating Weight Chemical Composition/3}&f 42
: : : : Ra :
: S|y Ts EL : /e =)
Size/ x4 Produc Quant|ty We'%ht. Heat No. @ - " : o/m) = )
T /KﬂE'.:'_i JES-1 : (kc)> CNZEHE g (N/mn) (%) 190 (pm) Zn Zn oy (0} Si Mn P S
- : . 9 3 | Upper  Lower S R S N 0 B ¢/ B O]
0.7x1750xC | CPP7944C T . 9840 : SQ15235 | B | 217 357 42 0240 . 2.20 T 116 573 600 L [ 00015 0018 0203 00418 00098
** Sub Tota] (010) *** 1 i9840 (kg < Not Welded > : : :
*** Grade Tatal *** 1 9,840 (k]
** Grand Tatal *** 1 i9840 (kg g
i : ; === Last ltem ===

* Position - T : Top, M : Middle, B : Bottom

* Tensile Test. Direction : Transversal, Gauge Length : 80 mm(Rectangular),

YP Method : Low Point
* Division - L : Ladle Analysis

compliance.

Legal sanction can be imposed on forging. Improper use of product can cause safety issues.

We hereby certify that the material herein has been made in accordance with the order and is fully in

Surveyor To :

Pork., Junyoung EI

POSCO Gwangyang Works, 20-26, Pokposarang-gil, Gwangyang-si, Jeollanam-do, 57807, Korea

Chief of material testing section Park, Junyoung



Mill Test Certificate/Z4AFS E A

Certificate No./ MBS : 230315-FG01KS-0077A3-0001
Date of Issue/%"%ﬂ%ﬂ Mar., 27, 2024

POSCO

Order No./HI2FE1 S : 0155984980

PO No./&E/% :

Rqst Tre/%t_n%_?gf : XX (None Post Treatment)

AGI2301BJ-CC03T-A07-M
(POSCO-CTPC)

/S“E’:E"'er POSCO INTERNATIONAL CORPORATION ,Q?Qmod'tv : Gl COIL
TL
Customer . Spec & Type .
AL POSCO-CTPC /A : PGY180B-E
Tensile Test Plast c Anisotro ; ] ; , .
/ol_lér)k@_i ! Teslt py i Baked | Roughness i Roughness i Roughness ; Coating Weight
: : : : - i Hardening : Ra ] ; Wsa
YP TS EL n : : AS
Size/x| & Product No. Quantlty We'ght. Heat No. 8_ Y = H H (@/m)
T LREHS | (ak‘; /s (g (N (%) 190 BH, (km) (ea) (km) Pon Zn
: 9 > (WPa) i Upper  Lower
0.65x1250xC | CQQO428A T . 11910 | SUS8378 | B | 204 317 42 0210 2.00 52 0.98 103 0.31 533 527
** Sub Total {010) *** 1 111,910 (k§) < Not Welded > :
*** Grade Total *** 1 111,910 (kg)
** Grand Total *** 1 111,910 (ko) :
§ i ] === Laét ltem ===

* Position - T : Top, M : Middle, B : Bottom

* Tensile Test. Direction : Transversal, Gauge Length : 80 mm(Rectangular),
YP Method : Low Point

* Division - L : Ladle Analysis

We hereby certify that the material herein has been made in accordance with the order and is fully in
compliance.

Legal sanction can be imposed on forging. Improper use of product can cause safety issues.

Surveyor To :

Pork., Junyoung [=]:;

POSCO

Gwangyang Works, 20-26, Pokposarang-gil, Gwangyang-si, Jeollanam-do, 57807, Korea

<PAGE:2> Chief of material testing section Park, Junyoung



fol

pOSCO Mill TeSt Cerhﬁcate/?:'Ml'é n°=|A_| Certificate No./83 @M S : 230315-FG01KS-0077A3-0001

Date of Issue/&F & LA} : Mar., 27, 2024

910 Rqst Tre/a%tn%_?gf : XX (None Post Treatment)
PO No./&E¥3% : AGI2301BJ-CCO3T-A07-M L

Order No./HI2FE1 S : 0155984980

] _ (POSCO-CTPC)
supplier . poSCO INTERNATIONAL CORPORATION Commodity . G| colL

/'I'le' 1538

Customer

- . Spec & Type . .
[DZAR POSCO-CTPC /4 : PGY180B-E

Chemical Composition/3+ & A&

Produ
IN&

Q

t No. .
(¢} Si Mn P S

(%) (%) (%) (%) (%)

e
or
uoIsIng

CQQ0428A L | 0.0018 0.026 0.150 0.0194 0.0095
*** Sub Total (P10)[** 1 11,910 (kg) < Not Welded >
*** Grade Totjl '2h 1 11,910 (kg)
*** Grand Totgl ***

1 11,910 (kg)

=== Last Item ===

We hereby certify that the material herein has been made in accordance with the order and is fully in
compliance.

Legal sanction can be imposed on forging. Improper use of product can cause safety issues.

Surveyor To :

POSCO

Fark. JW\youn3 [w]

Chief of material testing section

Gwangyang Works, 20-26, Pokposarang-gil, Gwangyang-si, Jeollanam-do, 57807, Korea <PAGE:3>

Park, Junyoung



POSt Tre/aotn;_?gf XX (None Post Treatment)

. . 7 (m 7| Certificate No./5& ‘|._'|§ 220825-HA01KS-0002A2-0001
POSCO Mill Test Certificate/ A& B Date of lsusl A s Mar, 27, 2024

Order No./AI2HE : 0185677587 PO No./&E81% : MAC2206BJ-CC01-A08-ZD
(POSCO-CTPC)
/S“E’:E"'er POSCO INTERNATIONAL CORPORATION ,Q?Qmod'ty : CR PosMAC1.5.Coil
T L
Customer Spec & Type
. g ‘ y
[DZAF POSCO-CTPC /4 : DX53D+ZM
ng‘,%}eMT;S‘ : Plastlc_i%nsltsotropy Roughness ' Coating Weight Chemical Composition/3}&f 42
: : {O]) i Ra !
: Sy 15 EL n o : /e )
Size/ x4 Produc \ Quant|ty We'%ht i Heat No. 2_ N/t o (g/m) (% . .
- é /Kilai.ﬂ_i g /1= (kgc)> CNzes |2 (N/m) (%) 190 (um) Zn-Mg  Zn-Mg 2z C Si Mn P S Ti
: : : 5 i i i Upper  Lower P (%) (%) (%) (%) (%) (%)
0.8x1205xC | CPH3511A 1 12,660 | SQ02566 | B | 161 288 46 0230 . 2.40 T 091 | 440 423 L | 00017 0002 0062 00074 00049 0.0446
0.8x1205xC | CPH3510A i 1 i 12,550 i SQ02566 | B | 160 287 47 0.230 2.40 i 091 i 430 377 L | 00017 0002 0062 00074 00049 0.0446
*** Sub Total (010) *** P2 125210 (kd) < Not Welded > : :
** Grade Tatal ** P2 125210 (kg)
*** Grand Tatal *** 2 25210 (ko) :
: ; : === Last Item ===

* Position - T : Top, M : Middle, B : Bottom We hereby certify that the material herein has been made in accordance with the order and is fully in
compliance.

'I;ePn'Svlllgt;ggt; ngg?%r;i:n{ransversal, Gauge Length : 80 mn(Rectangular), PosMAC 1.5 is a ternary alloy coated steel of Zn-Mg-Al.
* Division - L : Ladle Analysis

Legal sanction can be imposed on forging. Improper use of product can cause safety issues.

Surveyor To : FG\V‘k; Jw\youns [w]:

<PAGE : 4> Chief of material testing section Park, Junyoung

POSCO Gwangyang Works, 20-26, Pokposarang-gil, Gwangyang-si, Jeollanam-do, 57807, Korea



POSCO

Order No./HI2FE1 S : 0155787049

Mill Test Certificate/Z4AFS E A

Certificate No./ZE A= : 220925-HA01KS-0001A2-0001
Qo

Date of Issue/& & UK} : Mar., 27, 2024

Rqst Tre/%t_n%_?gf : XX (None Post Treatment)

: MAC2207BJ-CC02-A08-ZD
(POSCO-CTPC)

ok

PO No./&=& &

/S“E’:E"'er POSCO INTERNATIONAL CORPORATION ,Q?Qmod'ty : CR PosMAC1.5.Coil
TL
Customer Spec & Type
. . ¢ \
[DZAR POSCO-CTPC 4 : DX53D+ZM
ng‘,%}eMT;S‘ Plastlc_i%nsltsotropy Roughness ' Coating Weight Chemical Composition/3}&f 42
: : {O]) s i Ra !
Sy 15 EL n o : /m? 9
Size/x|2 Produc Quant|ty We'%ht. Heat No. 7 - : : (o/m) s ) )
T /Kilﬁ‘.:'_i ES - (kc)’ CAZHEs (5] (N (%) 190 (m) i Zn-Mg  Zn-Mg gl c Si Mn P s Ti
: 9 > | Upper  Lower Sl % (%) (%)
0.8x1205xC | CPJ6366C T 10200 | SP33494 | B | 160 206 44 0230 . 2.30 0.83 540 560 L [ 00022 0001 0073 00064 00048 0.0476
*** Sub Total (010) *** 1 i 10,200 (kg) < Not Welded > :
*** Grade Tatal *** 1 110,200 (k)
*** Grand Total *** 1 i 10,200 (kg) :
i : ; === Last ltem ===

* Position - T : Top, M : Middle, B : Bottom

* Tensile Test. Direction : Transversal, Gauge Length : 80 mm(Rectangular),

YP Method : Upper Point
* Division - L : Ladle Analysis

We hereby certify that the material herein has been made in accordance with the order and is fully in

compliance.
PosMAC 1.5 is a ternary alloy coated steel of Zn-Mg-Al.

Legal sanction can be imposed on forging. Improper use of product can cause safety issues.

Surveyor To :

Fark, Jumyoun3 [w]

POSCO

Gwangyang Works, 20-26, Pokposarang-gil, Gwangyang-si, Jeollanam-do, 57807, Korea

<PAGE:5> Chief of material testing section Park, Junyoung
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